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☆Elite Piping Manufacture Co., Ltd
Established in 1995, We Elite Piping Manufacture Co., Ltd is one of biggest and most professional manufacturer for pipe-fittings and flanges. Our factory is covering 79,900 square meters, with total 230 staff including 20 engineers. And our annual production capacity can reach 20,000 miter tons.           
We are approved by ISO9001:2000 and we follow strictly Quality Control System. With advanced equipments and strong contingent of technician, we have exported fittings and flanges to more than 25 countries successfully in past 15 years. Such as North America market, Europe market , South Asia market , and enjoying high reputation in the world.
Products List of Elite Group:
CARBON STEEL PIPES & TUBES
Seamless or Welded

Specifications and Steel Grade:

> ASTM A106; ASTM A53; ASTM A210; ASTM A333; ASTM A519-98; ASTM A179;

ASTM270

> BS 1387; EN 10297; EN 10355

> DIN 2391; DIN 17175; DIN 1629

> API 5L GRB, X42, X46, X52, X56, X60, X65

> JIS 3444; JIS 3466; JISG 3445; JISG3454; STPG 370

> GB/T 8162-1999; GB/T 8163-1999
Size Range:

> Seamless Series: OD: 10.3 – 830 mm; Thickness: 1.7 – 70 mm

> Welded Series: OD: 10 – 2600 mm; Thickness: 3 – 30 mm

STAINLESS STEEL PIPES & TUBES

Seamless or Welded

Specifications and Steel Grade:

> ASTM A312; ASTM A213; ASTM A249; ASTM A268; ASTM A269; ASTM A554; ASTM A789

> GB/T 14975; GB/T 12771; GB/T 13296; GB/T 12770; GB/T 14976

> TP 304; TP 304L; TP 316; TP 316L; TP 321; TP 317L; 309S; 310S
Size Range: 

> Seamless Series: OD: 6 – 762 mm; Thickness: 0.5 – 50 mm

> Welded Series: OD: 6 – 2600 mm; Thickness: 0.3 – 30 mm

> Sanitary Tubing: 1/8” – 6” 

ALLOY STEEL PIPES & TUBES

Seamless or Welded

Specifications and Steel Grade:

> ASTM A335; P5; P9; P11; P22; P91

> ASTM A333, Gr. 6
Size Range: 

> Seamless Series: OD: 1/8” – 28”; Thickness: SCH10 – SCHXXS

> Welded Series: OD: 1/8” – 28”; Thickness: SCH10 – SCH40 

BUTT WELDED FITTINGS

Seamless or Welded Fittings-ELBOW, TEES, REDUCERS, CAPS, SPLIT TEE, Y TEE, BARRED TEE, STUB ENDS. ETC.
Specifications and Steel Grade

>CARBON STEEL: ASTM A234 WPB, WPC; ASTM A420 WPL9, WPL3, WPL6, WPHY-42, WPHY-46, WPHY-52, WPHY-60, WPHY-65, WPHY-70,  

>ALLOY STEEL: ASTM A234 WP1, WP11, WP12, WP22, WP5, WP9, WP91   

>STAINLESS STEEL: ASTM A403 WP304/304L, WP316/316L, WP321, WP347,  WPS 31254 

Size Range:     

>Carbon Steel: From ½” up to 96”
>Stainless Steel (Seamless): From ½ up to 24”

>Stainless Steel (Welded): From 26” up to 72” 

Schedule:    

>Carbon & Alloy Steel: SCH STD, XS, XXS, SCH 10 ~ SCH 160 and special thickness  

>Stainless Steel: SCH 5S, 10S, 40S, 80S and special thickness
FLANGES:

Type of Flanges: Weld Neck, Slip-on, Blind, Socket Weld , Lap Joint, Spectacles, Ring Joint, Orifice etc. 

Specifications and Steel Grade

>Carbon Steel: ASTM A105/ A105N/ A694 F42/46/52/56/60/65/70 / A350 LF3/ A350 LF2, etc. 

>Stainless Steel: ASTM A182 F304/ 304L/ 304H/ 316/ 316L/ 317/ 317L/ 321/ 310/ 347/904L/ etc. 

>Alloy Steel: ASTM A182 F1/ F5/ F9/ F11/ F22/ F91/ etc.
Size Range: 1/8" up to 48" NB. Class: 150#, 300#, 400#, 600#, 900#, 1500# & 2500#.

 

 
Forged High Pressure Fittings

Socket weld & NPT Threaded:- 

Elbow, Tee, Union, Cross, Coupling, Cap, Bushing , Plug, Swage Nipple, Welding Boss, Hexagon Nipple, Barrel Nipple, Welding Nipple, Street Elbow, Hexagon Nut, Hose Nipple, Bend, Adapter, Insert, Cross, Weld-o-let, Sock-o-let, Thread-o-let, etc.  

Specifications and Steel Grade

>Carbon Steel: ASTM A105/ A105N/ A694 F42/46/52/56/60/65/70 / A350 LF3/ A350 LF2, etc.  

>Stainless Steel: ASTM A182 F304/ 304L/ 304H/ 316/ 316L/ 317/ 317L/ 321/ 310/ 347/ 904L/ etc. 

>Alloy Steel: ASTM A182 F1/ F5/ F9/ F11/ F22/ F91/ etc.
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